
Virus Washer protection from SANYO inactivates 
over 99% of airborne viruses and bacteria 

Unique air purification system using electrolysed water, tests 
proven to suppress airborne viruses, pollen and allergens. 
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Disinfects Suppresses virusesDeodorises
Each one of us typically breathes in about 15,000 liters 
(15 cubic meters)* of air into our lungs every day. 
Since air is so vital to our very existence,
 it makes sense to think very carefully about this 
remarkable but invisible substance.
SANYO developed the Virus Washer function to suppress 
airborne viruses by using electrolysed water.
It literally washes the air to make it fresh and clean. 
And it may just become the new standard in air purification.

Using the power of water to clean the air.

Controls airborne viruses, pollen, and allergens. A long-lasting disinfectant e�ect quickly cleans 
the air throughout the room.

*The average amount of daily air intake for an adult.

*1: Test method: Disinfectant electrolytic mist was released into a 1-cubic-meter test chamber containing airborne viruses. The viruses were collected and their infectious capacity was measured by TCID50 assay. Testing organization: Kitasato Institute Medical Center 
Hospital, Research Center for Medical Environment.  *2: Testing method: Disinfectant electrolytic mist was released into a 0.275-cubic-meter test chamber containing pollen particles and the reduction in the number of pollen particles was evaluated by the enzyme 
antibody method. Testing organization: Osaka Medical College  *3: Test method: Disinfectant electrolytic mist was released into a 0.275-cubic-meter test chamber containing dust mite particles, and the reduction in the number of dust mite particles was evaluated by the 
enzyme antibody method. Testing organisation: Kobe University School of Medicine  *4: Test method: Disinfectant electrolytic mist was released into a 0.275-cubic-meter test chamber containing dog and cat dandruff allergens, and the reduction in the number of dandruff 
allergens was evaluated by the enzyme antibody method (ELISA). Testing organization: Oriental Yeast Co., Ltd.  *5: Testing method: Mould particles were suspended in an approximately 9-cubic-meter test chamber and disinfectant electrolytic mist was released into the 
chamber. An air sampler was used to evaluate the number of residual airborne mould particles. Testing organization: Japan Food Research Laboratories.   *6: Test method: Disinfectant electrolytic mist was released into a 1-cubic-meter test chamber containing airborne 
bacteria. An air sampler was used to evaluate the number of residual airborne bacteria. Testing organization: Kitasato Institute Medical Center Hospital, Research Center for Medical Environment.  *7: Test method: Three gases with different odours (acetaldehyde,  acetic 
acid, and ammonia) were released into a 0.275-cubic-meter test chamber and then passed through a disinfectant element. The percentage of residual gas was then measured. Testing organization: SANYO Electric.  *8:Test method: Four gases with different odours 
(ammonia, acetic acid, trimethylamine and methyl mercaptan) were released into a 0.275-cubic-meter test chamber and then passed through a disinfectant element. The percentage of residual gas was then measured. Testing organization: SANYO Electric.

Allergen control

Dandruff from dogs or cats 97% reduction

Dust mite faeces and shells 99% reduction

Pollen 95% reduction

Virus Suppression

Airborne viruses 99.5% reduction

Disinfectant e�ect

Airborne bacteria 99% reduction

Airborne mould 99% reduction

Deodorising e�ect

Speedy deodorisation of tobacco odour, 
pet odours, and others.

Pressing the Power Mist mode button discharges 
disinfectant electrolytic mist at full power for about 
30 minutes. This quickly suppresses even bacteria and 
viruses that have adhered to your clothing or hair 
while you were outdoors. 

Power Mist mode is recommended for times like these: Removal of airborne bacteria by disinfectant electrolytic mist

When 
returning home 

from outside

When many 
people gather 

in the room

Power Mist mode provides even 
faster and more powerful puri�cation.
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The hydroxyl radicals and hypochlorous acid contained in electrolysed water work together 
to destroy the spikes on the surface of the virus. This allows it to wrap around, disinfect, and 
deodorise airborne viruses, bacteria and mould, as well as pollen, dust mite faeces and shells, 
and odour molecules.

Fine disinfectant electrolytic mist
The disinfectant electrolytic mist is generated 
by ultrasonic vibration. Comprising ultra-fine 
droplets that are from 10 nanometers to 10 
micrometers in diameter, this mist is capable of 
suppressing a wide range of contaminants, 
from relatively large pollen to microscopic 
viruses.

1 nanometer is 1 billionth of a meter.
1 micrometer is 1 millionth of a meter.

2 Mist generation

3 Mist dispersal

1 Electrolysed 
    water production

Ultrasonic vibrator

How mist is 
generated

Deformation and 
decomposition of 
viral spikes

Destroys the 
surface 
protein 
of the virus.

Destroyed 
spike

Test institute: Kitasato Research 
Center of Environmental Sciences 
Disinfectant electrolytic mist was 
released into a 1-cubic-meter test 
chamber containing airborne 
bacteria. With the air purifier 
operated in normal mode and 
power mist mode, bacteria were 
collected periodically and the 
number of airborne bacteria were 
evaluated.
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*1
Suppresses viruses
Destroys the surface protein of the virus.

*2
Controls pollen
Wraps around the pollen 
and deforms the surface.

Removes odours
Water wraps around 
and decomposes odour 
molecules.

*7 *8

Leftward stream

Rightward stream

Upward stream

Note: Dust trapping and deodorising by the air purifying unit
The unit cannot eliminate the toxins (carbon monoxide, etc.) contained in tobacco smoke. 
It also cannot completely remove odour-causing substances that are being generated on a constant basis, such as those from building materials, pets, etc.

There are many objects in the room, 
like tables and sofas, that obstruct the flow 
of air. To resolve this problem, SANYO uses a 
system that disperses electrolytic mist in 
three directions, upward, to the left, and to 
the right. 
This long-lasting disinfectant mist envelops 
the room to reach every spot, even areas 
adjacent to furniture.

SANYO’s revolutionary new air cleaner 
has been awarded the Seal of Approval 
by Allergy UK. In extensive testing 
carried out by Allergy UK the Virus 
Washer was found to significantly 
reduce occurrences of pollen, mould, 
house dust mites and other allergens.  

In hidden 
sofa areas

Pollen, dust mite 
faeces and shells, 
and dust

Inside 
the carpet

Dust mite faeces 
particles, pet 
dust, etc.

On curtains

Odours clinging to 
fibres

Areas between 
furniture

Mould, dust mite 
faeces and shells, 
etc.

You can �nd contaminants even in places like these.

Electrolysed water 
with a high disinfectant 

e�ect is dispersed 
in mist form.

The power of 
water remains 

in the air for 
a long period.

Up, left and right
air�ow streams cover

the entire room.

Disinfectant Electrolytic 
Mist Method

Cleans air in every corner of the room.

ABC-VW24

Deactivates 
viruses Disinfects Eliminates 

odours
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