
Now you can permanently inactivate over  
99.9% of airborne viruses and bacteria

Introducing the revolutionary range of Virus Washers  
from SANYO which permanently inactivate airborne  
micro organisms from the air we breathe. 

COMMERCIAL SPLIT SYSTEMS
GAS DRIVEN VRF

ELECTRIC VRF

ROOM AIR CONDITIONERS

VIRUS WASHER

ABC-VW24 + VW-VF10BG



A new standard in air purification 
Typically, each one of us breathes in around 15,000 litres of air each day. Since air is so vital to 
our very existence, it makes sense to think very carefully about the quality of this remarkable 
but invisible substance.

In every building where people gather, airborne micro-organisms, which can cause health risks 
to humans, are present. Viruses can easily spread from person to person causing a significant 
effect on staffing levels, productivity and efficiency at work.

It is estimated that the recent outbreak of Norovirus, ‘the winter vomiting bug’ reached 
epidemic levels striking down over 2.8 million people in the UK at a rate of 200,000 per week, 
causing widespread disruption to hospitals, schools  and workplaces around the country. 

With hospital ‘superbugs’ such as MRSA and Clostridium difficile continuing to cause the 
health service significant problems, the need for effective ways of combating airborne micro 
organisms is ever increasing.

SANYO is justifiably proud to introduce our range of Virus Washer products that, using our 
patented electrolysed water technology, literally wash the air of airborne viruses and bacteria, 
to create a new standard in air purification and a cleaner environment for you, your clients and 
your colleagues to live, meet and work in.
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How a virus infects a cell
A virus infects the healthy cell when the spikes on it’s surface attach to a receptor on the cell’s membrane enabling the 
virus RNA to be transferred to the cell.

How Virus Washer works
When tap water is electrolysed the chorine ions present form hydroxyl radicals and hypochlorous acid which work 
together to destroy the spikes on the surface of the virus. This allows it to wrap around, disinfect and deodorise airborne 
viruses, bacteria and mould as well as dust mite faeces and odour molecules.
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l	 Designed for rooms up to 100m2 

l	 	Effective against airborne viruses, bacteria, strong odours, 
cigarette smoke and mould spores

l	 	Suitable for hospitals, offices, waiting rooms, meeting 
rooms, classrooms etc

l	 Utilises tap water

VW-VF10BG

The VW-VF10BG Virus Washer has been specifically designed to suppress airborne contaminants in open plan areas 
up to 100m2.Thanks to its’ 6 litre water tank, the unit can be positioned anywhere within a room to ensure optimum air 
distribution and effectiveness.

How it works 
Any airborne contaminants are suppressed when the air passes through the honeycomb filter containing electrolysed 
water within the VW-VF10BG, the ‘washed air’ is then distributed around the room by the powerful 3 stage fan.

Virus Washer technology is so effective, in an efficacy test 
using Avian Flu virus conducted at the world renowned 
Tottori University in Japan, over 99% of the virus was 
inactivated in the air in a single pass.*

*Verification of testing methods and results available on request 
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Specifications 

VW-VF10BG

Suggested room size Up to 100m2

Dimensions (HxWxD) 790x580x297mm

Weight 35kg

Fan speeds 3

Air flow (m3/min) Low 2, Medium 5, High 10

Sound level (dB(A)) Low 30, Medium 40, High 48

Power consumption (W) Low 70, Medium 80, High 150

Water tank capacity 6 Litres (9 hours run time, medium fan speed)

Without Virus Washer

100
90

80
70

60
50

40

30

20

10

0
With Virus Washer

R
em

ai
ni

ng
 in

fe
ct

io
us

 s
tr

en
gt

h 
(%

) 
of

 v
iru

se
s 

in
 th

e 
co

lle
ct

io
n 

flu
id

Passing once 
through the element 
inactivated 99% 
or more of 
airborne viruses



Fine disinfectant electrolytic mist
The disinfectant elecrolytic mist is generated 
by ultrasonic vibration. Comprising ultra-fine 
droplets that are from 10 nanometers to 10 
micrometers in diameter, this mist is capable 
of suppressing a wide range of 
contaminants, from relatively large pollen to 
microscopic viruses.

1 nanometer is 1 billionth of a meter.
1 micrometer is 1 millionth of a meter.

2 Mist generation

3 Mist dispersal

1 Electrolysed 
    water production

Ultrasonic generator

How mist is 
generated

l	 	Designed for rooms up to 40m2 

l	 	Effective against airborne viruses, bacteria, pollen, strong odours, 
cigarette smoke and mould spores

l	 	Suitable for offices, surgeries, clinics and domestic use

l	 	Easy to operate with minimal maintenance 

l	 	Utilises tap water

ABC-VW24

The compact ABC-VW24 Virus Washer is the ideal solution for smaller rooms measuring up to 40m2. Electrolysed water 
is dispersed into the air in 3 directions as a mist which ensures that all corners and surfaces within the room  
are reached and airborne micro organisms are quickly and effectively neutralised. 

The ABC-VW24 also contains a 5 layer filter system which 
includes an allergy blocking HEPA filter and has lead to 
the unit being awarded the British Allergy Foundation’s 
prestigious Seal of Approval.*

*Verification of testing methods and results available on request 

Specifications 

ABC-VW24

Suggested room size Up to 40m2 

Dimensions (HxWxD) 600x340x180 mm

Weight 7.1kg

Fan speeds 3+ Auto

Air flow (m3/min) Low 1.2, Medium 2.8, High 5

Sound level (dB(A)) Low 18, Medium 37, High 52

Power consumption (W) Low 8, Medium 16, High 50



Virus Washer Technology –  
tested and proven around the world. 

SANYO Virus Washer permanently inactivates:
99.9% of airborne viruses

Virus (left): Norovirus surrogate Feline 
Caliciviridae (FCV) 

Testing Organisation*: Gunma Prefectural Institute  
of Public Health and Environmental Sciences

Virus (right): Avian Influenza (H5 type)   
Testing Organisation*: Tottori University Japan

99.999994% of bacteria

Bacteria: Staphylococcus Epidermids 
Testing Organisation*: UK Health Protection Agency 

99% reduction allergens 
the air you breathe

Allergen:   Pollen
Testing Organisation*: Osaka Medical College

Allergen: Mites
Testing Organisation*: Kobe University School  

of Medicine

Deodourisation of  
strong odours

Odours: Tobacco & Pet Odours
Testing Organisation*: Internal assessment by  

SANYO Electric Co., Ltd 

Deactivates 
viruses Disinfects Eliminates 

odours

The power of electrolysed water as an air purifier

Viruses Airborne
bacteriaPollen Mould Odours

*Verification of testing methods and results available on request 



Show your customers you care

Hospitals, Doctors and 
Dentist surgeries

Schools, Nurseries and  
Care Homes

Workplaces, Meeting Rooms 
and Public Places

High visibility protection from 
viruses, bacteria, pollen and  
other allergens
People are increasingly concerned about the risk of viruses, allergens and other pollutants in the air. Now 
you can offer your customers, staff and patients the comfort and security of a ‘virus washed’ environment. 

The SANYO Virus Washer system is effective in removing viruses from the air via the effect of electrolysed 
tap water. Virus Washer is also effective against bacteria, mould, dust mites and odours, all without the use 
of filter trapping materials.

The Virus Washer has been proven to suppress more than 99% of airborne viruses, including Avian Influenza 
(Tottori University Faculty of Agriculture - May 2006).

EUROCLIMA s.r.o., Pletený Újezd 159, 273 51 Unhoš�
tel./fax: 312 698 768, mobil: 602 387 481
e-mail: euroclima@volny.cz
www.euroclima-cz.cz, www.klima-sanyo.cz
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